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FIRE HEATED BRANDERS

L & H Fire Heated Branding Irons are made of rust resistant 
non-corrosive copper alloy and have a 1/4” flat face. They 
produce a good clear brand because the unit is vented 
at intersecting points to prevent blotching. They are also 
equipped with a heavy-duty, one-half inch steel handle, 
thirty-two inches long. As copper alloy has a lower melting 
point than steel, caution should be used when heating 
these irons. Particular caution should be used when using 
propane branding iron heaters. These branders will not 
turn ash grey as steel irons, but will retain their natural 
dull copper color when hot. All special design Fire Heated 

Branders are normally shipped within 2 weeks from 
the date order is received.

SET OF NUMERALS (0-8)
n 2” or 2 1⁄2” . . . . . . . . . . . . . . . . . . . .                   $175.00
n 3” or 3 1⁄2” . . . . . . . . . . . . . . . . . . . . .                    191.00
n 4” . . . . . . . . . . . . . . . . . . . . . . . . . . . .                           201.00
n 5” . . . . . . . . . . . . . . . . . . . . . . . . . . . .                           216.00
n 6” . . . . . . . . . . . . . . . . . . . . . . . . . . . .                           228.00
Number sets consists of nine irons, 
0-8, the 6 is inverted to make the 9. 

Single Character (A,B,C & 1,2,3)
n 2” thru 6”  . . . . . . . . . . . . . . . . . . . . .                     $48.00

Custom Designs
n 1 or 2 character  . . . . . . . . . . . . . . . .                $109.00
n 3 or 4 character  . . . . . . . . . . . . . . . . .                 131.00


